ADVANCE COOL TECHNOLOGY CO., LTD.

55/39 M. 9 Soi Chollatep 6. Teparak Road, BangpleeYai, Bangplee
SAMUPRAKARN 10540 TEL 02-3123990 - 1 FAX 02-3123992

Email: inquiry@advance-cool.com Website: http://www.advance-cool.com

SPECIFICATION: WATER COOLED SCREW TYPE CHILLER

%1000 kcal/h! 789 107.6 1412 187 4 205.7 242 3 280.2
Rated Cooling Capacity KW 91.8 125.1 1642 218.0 239.2 281.8 3259
USRT 26.1 35.6 46.7 62.0 68.0 80.1 92.7
Input Power KW 23.3 30.7 38.5 51.4 56.0 63.0 73.0
Compressor(F-W)» QTY 23.3x1 30.7x1 38.5x1 5141 56.0+ 1 63.0¢1 7301
Comp. Current (A) 392 51.6 64.7 86.4 94.1 1059 1227
Power Supply 3p-380V-50Hz
Phase Reversion Protection, Phase Lack Protection, Overload Current Protection, Discharge
Protection Device Air Temperature Protection, Low & Hige Pressure Protection, Low Temperature Protection,
Water Protection
Number of Refrigeration Circuit ;A L WL (O | i 1 & 1 i J i
Capacity Control (%o) 0- 66: 100 0: 50- 75- 100
Refrigerant R22
Refiiserant Charee (KG) 8 | 25 | » | w2 | % | 5 | &
Condenser Shell-and-Tube Type
__Dia. of Pipe to Condenser (inch) 2 212" 3 3 3 3" I
Cooling Water Flow (m’/h) 19.8 26.8 349 46.3 50.8 59.3 68.6
Evaparator Shell-and-Tube Type
Dia. of Pipe to Evaparator (inch) 2" 212" 3" 3" 3" 3" 4
Chilled Water Flow (mf/h) 15.8 215 282 375 41.1 48.5 56.0
Toal Weight (KG) 90 1010 1200 1350 1540 1680 1800
Ruming Weight (KG) 1080 1120 1360 1530 1700 1850 1980

“100kealhl 3034 3339 3974 453 497.5 516.6 601.6
Rated Cooling Capacity| KW 3528 3883 4622 5342 5786 6008 699.7
USRT 100.3 1104 131.4 151.9 164.5 170.8 198.9

Tnput Power KW 79.6 88.5 1028 117.6 1266 1306 1505
Compressor®EW)<QT'Y 79.6-1 88.5<1 102.8~x1 1176+1 126,61 1306+1 150.5+1
Camp. Current (A) 133.8 148 8 1728 197.7 2128 2196 233.0
Power Swply 3p-380V-50Hz
Phase Reversion Protection, Phase Lack Protection, Overload Current Protection, Discharge
Protection Device Air Temperature Protection, Low & Hige Pressure Protection, Low Temperature Protection,
Water Protection
Numnber of Refrigeration Circuit T T T T
Capacity Control (%) 0: 30, 75, 100
Refrigerant R22
Reftigerant Charge (KG) & | » | o | w2 [ uno | us | 14
Condenser Shell-and-Tube Type
Dia. of Pipe to Condenser (inch) 4 Y 4 5 5 5 5
Cooling Water Flow (m’/h) 744 82.0 92 112.1 121.3 1258 146.2
Evaparator Shell-and-Tube Type
Dia. of Pipe toEvaparator (inch) 4 4" 4’ 5 5 5" 5
Chilled Water Flow (ni/h) 60.7 66.8 79.5 919 99.5 103.3 1203
Toal Weight (KG) 1920 2030 2380 2520 2730 2820 2980
Ruming Weight (KG) 2080 2240 2660 2800 3020 3240 3400
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SPECIFICATION: WATER COOLED SCREW TYPE CHILLER

<1000 kcal/h| 6608 705.5 795.2 9746 1148 .4 13123
Rated Cooling Capacity KW 768.5 820.5 924 8 11335 13356 15262
USRT 2185 2333 263.0 3223 379.8 4339
Input Power KW 167.0 177.3 199 4 2433 285.0 3225
Compressor(K W) < QTY 167.0x1 | 1773x1 | 199.4x1 | 2433x1 | 2850x1 | 322.5x1
Comp. Cumrent (A) 280.7 298.1 3352 409.0 4792 5421
Power Supply 3p-380V-50Hz
Phase Reversion Protection, Phase Lack Protection, Overload Cumrent
Protection Device Protection, Discharge Air Temperature Protection, Low & Hige Pressure
Protection, Low Temperature Protection, Water Protection
Number of Refrigeration Circuit 1 I 1 I 1 I 1 I 1 I 1
Capacity Control (%o) 0: 50- 75: 100
Refrigerant R22
Refrigerant Charge (KG) 148 | 158 | 177 | 218 | 256 | 2@
Condenser Shell-and-Tube Type
Dia. of Pipe to Condenser (inch) 57 57 6" 6" 8" 8"
Cooling Water Flow (m*/h) 160.9 171.6 193 .3 236.8 278.7 3179
Evaporator Shell-and-Tube Type
Dia. of Pipe to Evaporator (inch) 5 el 5 8" 8" 8"
Chilled Water Flow (msfh] 1322 141.1 159.0 1949 2297 262.5
Toal Weight (KG) 3220 3400 3680 4150 4420 4780
Rumning Weight (KG) 3750 4000 4250 4730 5020 5380

%1000 kcal/h 157.9 374.9 411.3 560.4 839.1

Rated Cooling Capacity KW 183.6 436.0 478 .4 6518 9759
USRT 5227 124.0 136.0 185.3 DTS

Input Power KW 46.6 102.8 112.0 146.0 217.0
Compressor(K W)= QTY 23.3x7 51.4%2 56.0x2 73.0x2 108.5x2
Comp. Cumrent (A) 78.4 172.8 188.2 2454 365.0

Power Supply

39-380V-50Hz

Protection Device

Phase Reversion Protection, Phase Lack Protection, Overload
Current Protection, Discharge Air Temperature Protection, Low &
Hige Pressure Protection, Low Temperature Protection, W ater

Protection
Number of Refrigeration Circuit 2 2 | 2 | 2 | 2
0, 33,
Capacity Control (%) 50, 66.5, 0> 25 375+ 500 625~ 75 875 100
83, 100
Refrigerant R22
Refrigerant Charge (KG) 36 | 84 | 92 | 124 | 188
Condenser Shell-and-Tube Type
Dia. of Pipe to Condenser (inch) 3= 4" 57 5% A% %D
Cooling Water Flow (m?>/h) 39.6 92.7 101.5 1372 205.1
Evaporator Shell-and-Tube Type
Dia of Pipe to Evaporator {inch) 37 5" 5" 57 6"
Chilled W ater Flow (m3/h) 31.6 75.0 82.3 112.1 167.8
Toal Weight (KG) 1570 2510 2820 3250 4150
Running Weight (KG) 1990 3300 3700 4350 5370
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SPECIFICATION: WATER COOLED SCREW TYPE CHILLER

Dia. of Pipe to Condenser (inch) 5% %2 5" =D 5 5 57 5" 59
Cooling Water Flow (m>/h) A 242 .5 251.6 292 .4 32108
Evaporator Shell-and-Tube Type
Dia. of Pipe to Evaporator ( inch) 6" 8" 8" 8" 8"
Chilled Water Flow (m°/h) 183.7 199.0 206.6 240.7 264.3
Toal Weight (KG) 4390 4800 5340 5850 6310
Running W eight (KG) 5710 6150 6390 6630 6880

<1000 keal/hl  1411.0 1590 4 1949 3 2296.8 2624 .6
Rated Cooling Capacity KW 1641.0 1849.6 2267.0 26712 3052.4
USRT 466.6 32549 644 6 759 .5 867.9
Input Power KW 354 6 398 8 486 6 570.0 645.0
Compressor(KW)=QTY 177 3x%2 199 42 243 3x2 285 0x2 322 .5%2
Comp. Current (A) 396.2 670.4 818.0 9584 1084.2
Power Supply 3p-380V-50Hz

Protection Device

Phase Reversion Protection, Phase Lack Protection, Overload
Current Protection, Discharge Air Temperature Protection, Low &
Hige Pressure Protection, Low Temperature Protection, Water

Protection
Number of Refrigeration Circuit 2 I 2 I 2 I 2 I 2
Capacity Control (%) 0- 25- 37.5- 50> 62.5: 75- 87.5> 100
Refrigerant R22
Refrigerant Charge (KG) 316 | 354 | 436 | 512 | 584
Condenser Shell-and-Tube Type
Dia. of Pipe to Condenser (inch) 53" %9 6" %2 6" %2 8" x2 8" x2
Cooling Water Flow (m?>/h) 3432 386.7 4735 557.4 635.8
Evaporator Shell-and-Tube Type
Dia of Pipe to Evaporator (inch) 8" 8" 8" 10" 10"
Chilled Water Flow (m’/h) 282.2 318.1 389.9 459 4 524 9
Toal Weight (KG) 6540 6790 8200 8900 9500
Running Weight (KG) 7220 7570 9360 10200 10800
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SPECIFICATION: WATER COOLED SCREW TYPE CHILLER

/REMARK: \

1. Rated Cooling Capacity based on:
a. Chilled Water Supply Temp.: 7C
b. Chilled Water Return Temp.: 12C
c. Condenser Water Supply Temp.: 30C
d. Condenser Water Return Temp.: 35C
2. Chilled Water Temp. range: 2 — 20C
\ 3. Condenser Water Temp. Range: 15C — 40C




